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PCI SLOT

COM 1 (RS 232)

LAN 1 (ETHERCAT)

LAN 2 (ETHERNET)

COM 2 (RS 232 /485)

VGA GRAPHIC

2 X USB PORT (T YPE A, 2.0)

2 X USB PORT (T YPE A, 2.0)

STATUS LED / RESET BUTTON

DC POWER SUPPLY

CF-CARD
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TECHNICAL DATA

HIGHLIGHTS

•	 Space-saving book size format
•	 High real-time capacity 
•	 Industrial Fieldbus EtherCAT
•	 Memory expandable by Hard Disk (HDD) or Solid State Disk (SSD)
•	 PLC Slot for expansion boards (e.g. Dual CAN Mastercard, NVRAM) 

Book Mount BM1 BM2

fanless with fan

CPU

Processor Intel® Celeron 373 M ULV, 1 GHz, 
400 MHz front side bus, 512 KB cache

Intel® Pentium M 760, 2 GHz, 
533 MHz front side bus, 2 MB cache 

System memory 1 GB 2 GB

Graphic controller GMA900 integrated in Intel® 915GME 

MASS MEMORY

Compact Flash 2 GB (operating system and runtime environments)

INTERFACES

Ethernet / EtherCAT 2 x Ethernet 10/100/1000 Mbps

USB on back 4 x USB 2.0

Serial Interfaces 1 x RS232 (DB9M)

1 x PS/2 K/M

Monitor output 1 x VGA (DB15F)

Expansion slot 1 x PCI half size oder 1 x PC/104 Plus

OPTIONS

Bus system Dual CAN Mastercard

Memory NV RAM 512 KB

HDD-Hard Disk 320 GB, 500 GB

SSD-Solid State Disk 8 GB, 16 GB, 32 GB, 64 GB

OPERATING DATA

Power supply 18 . . . 36 V DC

Operating environment 0 . . . 50 °C, Rel. humidity 80 % (without condensation)

Storage conditions -20 . . . 60 °C,  Rel. humidity 80 % (without condensation)

OPERATING SYSTEM

Windows Embedded Standard 2009

APPROVALS

CE (EN 55022, EN 61000-3-2/3, EN 55024, EN 60950-1)
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C6 ECON BM 85 299 25,5 50,5 197 223 1,5 270 17 12,5 52 16,5 5




